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NOTE: ANCHORAGE TYPE IWILL BE CONNECTED AS SHOWN RELATIVE TO GUARDRAIL SPLICE, UNLESS INDICATED
OTHERWISE ON PLANS, SEE APPLICABLE STANDARDS OR CONSTRUCTION DETAILS FOR ACTUAL LOCATION.
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SECTION A-A

THE 5 mm ONE PIECE STEEL PLATE SHOWN HERE MAY BE
USED AS AN ALTERNATE TO THE STANDARD 6 mm WELDED
PLATE SHOWN ABOVE..
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ANCHOR PLATES SHOWN HERE WITH GUARDRAIL (TYPE
"W ATTACHMENT TO GUARDRAIL (TYPE "T*) WILL

BE THE SAME EXCEPT THAT THE ANCHOR PLATE WILL
BE LOCATED BETWEEN THE BOTTOM AND MIDDLE
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THE PAYMENT FOR THE ITEMS OF END ANCHORAGE ASSEMBLY TYPE 2 (CABLE OPTION)
SHALL BE FULL COMPENSATION FOR FURNISHING AND INSTALLING EITHER THE ROUND

OR THE BUFFER END SECTION, THE BEAM ANCHOR PLATE, CABLE ASSEMBLY, PIPE SLEEVE,
SOIL PLATE, STEEL TUBE, BEARING PLATE, SHORT TIMBER BREAKAWAY POST, OFFSET

BLOCKS AND THE NECESSARY HARDWARE.
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GENERAL NOTES:

l. SPECIFICATIONS: GEORGIA STANDARD, CURRENT EDITION & SUPPLEMENTS THERE TO.
2.FOR DETAILS OF GUARDRAIL HARDWARE, POST, OTHER TYPE ANCHORAGE, LOCATION, ETC.

SEE SEPARATE STANDARDS AS APPLICABLE.

3. GUARDRAIL INSTALLATIONS, INCLUDING ANCHORAGES AND CONNECTIONS, ARE TO BE COMPLETED
BEFORE BEING SUBJECT TO TRAFFIC UNLESS OTHERWISE APPROVED.
4. PAYMENT FOR ANCHORAGE INCLUDES ANCHOR PLATE; I'/2"DIA. ROD; ¥4" CABLE; PRECAST

DEADMAN (OR ALTERNATIVE) ALL ACCOMPANYING HARDWARE.
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